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Below are typical examples of 
models with their descriptions.

EXAMPLE  1:
2N - E - ¼NPT-GF-BT
Describes a 2½” (63mm) Insta-Flow
Pressure Gauge, 0 to 160 psi,
¼” NPT fitting, glycerin filled
case, bottom mounted.

EXAMPLE  2:
2N - DB - ¼NPT-GF-BT
Describes a 2½” (63mm) Insta-Flow
Pressure Gauge, 0 to 100 psi,/0 to 7
BAR, ¼” NPT fitting, glycerin filled
case, bottom mounted.

EXAMPLE  3:
4N - E - ½NPT-GF-BK
Describes a 4” (100mm) Insta-Flow
Pressure Gauge, 0 to 160 psi,
½” NPT fitting, glycerin filled
case, back mounted.

EXAMPLE  4:
4N - GB - ¼NPT-GF-RT
Describes a 4” (100mm) Insta-Flow
Pressure Gauge, 0 to 300 psi,/0 to 21
Kg/cm2, ¼” NPT fitting, glycerin 
filled case, right side mounted.

Visit our website or request a catalog 
to see our complete line of high quality,
precision products including:
Sani-Flow Pressure Gauges, Homogenizer
Pressure Gauges, Industrial Stainless Steel
Pressure Gauges, Digital Thermometers,
Pharma-Flow Pressure Gauges, Chem-Flow
Pressure Gauges and Thermowells.
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INDUSTRIAL STAINLESS STEEL
PRESSURE GAUGES 
ORDERING 
INFORMATION
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PRESSURE RANGE*
A  -  0 to 15 psi (1 BAR)
B  -  0 to 30 psi (2 BAR)
C  -  0 to 60 psi (4 BAR)
D  -  0 to 100 psi (7 BAR)
E  -  0 to 160 psi (11 BAR)
F  -  0 to 200 psi (14 BAR)
G  -  0 to 300 psi (21 BAR)
H  -  0 to 400 psi (28 BAR)
 I   -  0 to 600 psi (41 BAR)
K  -  0 to 1,000 psi (70 BAR)
U  -  0 to 3,000 psi (205 BAR)
W  -  0 to 10,000 psi (700 BAR)
X2  -  0 to 14,500 psi (1000 BAR) **
Z   -  0 to 23,000 psi (1600 BAR) **
J  -  30” Hg to 0 psi (-1 to 0 BAR)
L  -  30” Hg to 15 psi (-1 to 1 BAR)
M  -  30” Hg to 30 psi (-1 to 2 BAR)
N  -  30” Hg to 60 psi (-1 to 4 BAR)
O  -  30” Hg to 100 psi (-1 to 7 BAR)
P  -  30” Hg to 150 psi (-1 to 10 BAR)

* Standard scales are in PSI only. For dual
scales, after the pressure range add letter B
for PSI/BAR, K for PSI/Kg/cm2, P for PSI/KPa.
** Available in 2½” dial size only.

MODEL NUMBER CONSISTS OF:
SERIES   -   PRESSURE RANGE   -   FITTING   -   FILLED CASE   -   MOUNT

2N    D          ¼NPT                     GF                      BT  

Please make a selection from each category below:
SERIES
2N  -  2½” (63mm) Insta-Flow Gauge
4N  -  4" (100mm) Insta-Flow Gauge

FITTING

FILLED CASE
GF  -  Glycerin Filled
SF  -  Silicone Filled
NF  -  No Fill (Dry Case)
04 - Other (Specify)

MOUNT
BT  -  Bottom Mount
BK  -  Back Mount
TP  -  Top Mount
RT  -  Right Side Mount
LF  -  Left Side Mount

¼NPT  -   ¼-18 Male Pipe Thread
½NPT  -   ½-18 Male Pipe Thread
 (4” dial size only)


